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[571 ABSTRACT 
Porous organic articles having no surface functionality may 
be treated by remote plasma discharge to thereby introduce 
functionality to the surface of the article. The functionality 
is introduced throughout the article’s surface, including the 
exterior surface and the surfaces of the pores. Little or no 
degradation of the porous organic article occurs as a result 
of the functionalization. Amino, hydroxyl, carbonyl and 
carboxyl groups may be introduced to the article. In this 
way, an essentially inert hydrophobic porous article, made 
from, for example, polyethylene, can have its surface modi- 
fied so that the surface becomes hydrophilic. The remote 
plasma discharge process causes essentially no change in the 
bulk properties of the organic article. The remote plasma 
discharge process is preferably conducted so that no 
photons, and particularly no ultraviolet radiation, is trans- 
mitted from the plasma glow to the porous article. The 
surface-functionalized article may be used, for example, as 
a solid support in organic synthesis or in the chromato- 
graphic purification of organic or biochemicals. 
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POROUS ARTICLE WITH SURFACE 
FUNCTIONALITY AND METHOD FOR 
PREPARING SAME 
CROSS-REFERENCE TO RELATED 
APPLICATIONS 
tainer with a mechanical stirrer, small pieces of the beads 
typically chip away, and these small pieces (commonly 
termed “fines”) may find their way into the filtration equip- 
ment that is used to separate the beads from the spent 
s reaction solutions. These fines can clog the filtration 
equipment, and thus present a continuing maintenance prob- 
lem. This is a continuation-in-part of U.S. application Ser. No. 
081254,361 filed Jun. 3,1994, U.S. Pat. No. 5,798,261 which Although there are a large number Of Organic polymers, in 
in turn is a continuation-in-part of U.S. application Ser. NO. the form of beads, membranes or monoliths, that are not 
071857,901, filed M ~ ~ ,  26,1992 now U,S, pat, N ~ ,  5,369,012 lo brittle, thereby providing researchers with a potential means 
and Ser. No. 071997,265, filed Feb. 23, 1993 now U.S. Pat. for solving the “fines” problem associated with glass beads, 
N ~ ,  5,332,551, which in turn is a division o f u , ~ ,  application identifying an organic-based solid support with the correct 
Ser. No. 071894,505, filed Jun. 2, 1992, now U.S. Pat. No. balance of Properties has Proven to be a significant chal- 
5,215,790, which in turn is a division 0fU.S. application Ser. lenge. Typical methods to functionalize an organic Polymer, 
N ~ ,  071429,739, filed Oct, 31, 1989, now U,S, pat, N ~ ,  i.e., provide the “chemical handles” that are needed to allow 
5,141,806. the polymer to serve as a solid-phase synthesis support or 
chromatography media, are rather harsh and lead to unde- 
sirable degradation of the polymer. STATEMENT OF GOVERNMENT INTEREST 
The invention described herein was made by employee(s) 2o There is thus a need in the art for solid-phase supports for synthesis and separations which overcome the disadvan- 
tages of the prior art materials. The present invention fulfills 
this need and provides further advantages as 
described herein. 
of the United States Government and may be manufactured 
and used by or for the Government of the United States of 
America for governmental purposes without the payment of 
any royalties thereon or therefor. 
FIELD OF THE INVENTION 
2s SUMMARY OF THE INVENTION 
The invention provides a porous article having an exterior 
surface, a bulk matrix and pores extending from the exterior 
surface into the bulk matrix. The pores define an interstitial 
surface. The bulk matrix is formed, at least in part, of an 
organic polymer comprising carbon and hydrogen atoms. 
The exterior and interstitial surfaces are formed. at least in 
This invention relates generally to porous articles, more 
specifically to porous articles formed from organic polymer 
and having functional groups at the surface thereof, and to 
methodology for preparing surface-functionalized porous 30 
articles using remote radical forming conditions. 
BACKGROUND OF THE INVENTION part, of the same organic polymer comprising carbon and 
hydrogen atoms, which has been modified so that some of 
Porous solid materials are widely utilized in the synthesis 3s the hydrogen atoms are with functional groups 
and Purification of organic and biochemicals. For example, including amino, hydroxyl, carbonyl, and carboxylic acid. 
the synthesis of biochemicals such as oligonucleotides and The invention provides a method of introducing func- 
PolYPePtides can be done using solid Phase supports in order tionality to a porous article, so that the exterior surface does 
to greatly reduce the time and expense arising from the not display surface roughness, according to SEM analysis, 
inevitable purifications needed between intermediate steps 4o due to ablation of surface carbon atoms or chain scission, 
in a multi-step chemical synthesis. The practice of solid h o t h e r  aspect of the invention provides a process for 
phase synthesis is also particularly amenable to automation, introducing functionality to the surface of a porous article, 
thus allowing significant cost-savings in terms of labor. The process includes providing a precursor porous article 
These advantages have prompted a great Of research having an exterior surface, an interstitial surface and a bulk 
activity directed to improvements in solid phase synthesis, 4s matrix, where the interstitial surface and bulk matrix both 
and one area of keen interest is the development of superior are formed, in whole or part, of organic polymers, The 
porous article is exposed to a remote discharge formed by solid supports. 
Many different solid supports are currently used commer- radical forming conditions acting on a source gas, where the 
cially for separation or solid phase synthesis, and many more Source gas may be oxygen, ammonia or a mixture of 
have been described in various patents and publications. In so nitrogen and hydrogen, The porous article is exposed to the 
general, the efficiency of a solid Phase synthesis and sepa- remote discharge under reaction conditions such that radi- 
ration processes depends on the surface area of the solid cals from the discharge react with the organic polymers 
Phase material. Porous materials offer the advantage of present at the exterior and interstitial surfaces of the pre- 
higher surface area Per unit volume than the corresponding cursor porous article. This reaction introduces direct cova- 
full density solids, Permitting vastly improved synthesis and 5s lent bonding of functionality to the surfaces, where the 
separation Performance Per unit volume of solid material. functionality may be amino, hydroxyl, carbonyl or carboxyl 
One popular solid support is made from glass or silica, groups. 
desirable Properties. For example, they are inert to most process is a plasma discharge. In another embodiment, 
(although not all) chemical reactions, and they are not easily 60 photons generated by the radical forming conditions, and 
~ r u d ~ d .  Glass has many surface hydroxyl groups that can be particularly ultraviolet radiation, do not contact the precur- 
used as “chemical handles” to join molecular fragments to sor porous article, Subsequent to being exposed to the 
the glass. Glass is fundamentally inexpensive, and technol- discharge, the surface-functionalized porous article having 
OgY has developed that can make glass beads highly Porous, carbonyl and carboxylic acid groups (possibly in addition to 
SO that the beads have a high surface ardvolume ratio. 65 hydroxyl groups) may be reacted with a reducing agent, so 
However, glass beads are also rather brittle, and thus not that hydroxyl groups are the predominant functional group 
very stable to mechanical action. When placed into a con- bonded to the polymers which form the surface of the article. 
typically in the form of beads. Glass beads have several In one embodiment, the discharge used in the inventive 
6,022,902 
3 
In addition, or alternatively, chemical agents that react with 
and cap (neutralize, eliminate) surface free radical sites 
and/or peroxides are contacted with the surface functional- 
ized porous article. Such chemical agents include ammonia, 
dimethyl sulfide and other gases known in the art to cap/ 
react withineutralize free radical or peroxides on a polymer 
surface. 
Another aspect of the invention provides a surface- 
functionalized porous article prepared by a process which 
includes providing a precursor porous article having an 
exterior surface, an interstitial surface and a bulk matrix. The 
surfaces and bulk matrix are formed, in whole or part, of 
organic polymers. The porous article is exposed to remote 
discharge formed by radical forming conditions acting on a 
source gas. The source gas may be oxygen, ammonia or a 
mixture of nitrogen and hydrogen. The porous article is 
treated under reaction conditions such that radicals from the 
discharge react with the surfaces of the precursor porous 
organic article to cause direct covalent bonding of function- 
ality to the surfaces, where the functionality may be amino, 
hydroxyl, carbonyl or carboxyl groups. 
In a preferred embodiment, analysis for surface functional 
groups introduced by the process described above shows 
that the same useful functional group concentration is 
present throughout the entire interstitial surface of the 
porous solid. The exterior pore surfaces preferably have the 
same or essentially the same morphology and functional 
group concentration as the internal pore surfaces. The inter- 
nal and exterior pore surfaces of the porous articles of the 
invention show essentially the same morphology by SEM as 
the starting porous material for the process. Thus, the 
exterior pore surfaces and internal pore surfaces contain 
little or no degradation from: 1) UViVUV photochemical 
degradation, 2) ion and electron impact processes, 3) chemi- 
cal etching. 
Polyolefin, and particularly polyethylene, is a preferred 
material from which the article is formed. Thus, the inven- 
tion provides for porous articles having amino-substituted 
polyethylene forming the exterior and interstitial surfaces, 
and unsubstituted polyethylene underlying the surfaces. In 
another embodiment, the invention provides for porous 
articles having hydroxyl-substituted polyethylene forming 
the exterior and internal pores surfaces, and unsubstituted 
polyethylene underlying the surfaces. The surface amine and 
hydroxyl groups are distributed throughout the surfaces of 
the article, including the surface of the innermost pores. 
These and other aspects of this invention will become 
apparent upon reference to the following detailed descrip- 
tion and attached drawings. 
BRIEF DESCRIPTION OF THE DRAWINGS 
FIG. 1 is a schematic cross-sectional view of a sidearm 
FIG. 2 is a cross-sectional view of the sidearm reactor of 
reactor according to the present invention. 
FIG. 1, as seen along the lines 2-2. 
DESCRIPTION OF THE INVENTION 
As briefly stated above, the present invention provides a 
method for introducing functionality onto the interstitial 
surface of a porous article, and further provides porous 
articles having surface functionality distributed throughout 
the exterior and interstitial surfaces of the article. The 
surface functionalized porous article may be prepared using 
remote plasma discharge or other gas radical forming con- 
ditions. 
4 
POROUS ARTICLES 
The following general nomenclature is useful in describ- 
ing the porous article of this invention. Various portions of 
the surface of a porous article may be distinguished from one 
s another depending on location, chemical reactivity, respon- 
siveness to various analytic techniques, etc. For example, a 
porous article has an exterior surface, by which is meant the 
surface which is actually visible using a microscopic 
technique, such as scanning electron microscopy, without 
i o  having cut or sectioned the article. The porous article 
contains pores, which extend from the exterior surface into 
the bulk matrix. The porous article thus has pore surfaces, 
which are essentially the surfaces that surround and define 
the pores of the article. The pore surfaces may sometimes be 
is referred to as the interstitial surface because they surround 
the interstitial volume of the porous article, where the 
interstitial volume is all of the volume within the article that 
is not formed of organic or inorganic material. 
Some fraction of the pore surface is visible using micros- 
20 copy to examine the porous article, and thus the exterior 
surface includes a fraction of the pore surfaces, called the 
exterior pore surfaces. However, the majority of the pore 
surfaces is typically buried within the porous article, and is 
not visible by microscopy unless the porous article is cut or 
zs sectioned to reveal the internal pores. This major portion of 
the pore surfaces, which is not visible by scanning electron 
microscopy, is called the internal or interstitial pore surface 
of the porous article. Thus, the surface of a porous article 
includes an exterior pore surface and an internal or intersti- 
In terms of volume, the porous article may be seen as 
having an interstitial volume, which is defined as essentially 
all of the volume within the article that would be accessible 
to a fluid that entered the article, i.e., the volume surrounded 
3s by the pore surfaces which does not contain the organic or 
inorganic material that forms the article. The interstitial 
volume may also be called the void volume. The volume of 
the article which is formed of organic and inorganic 
material, and which does not include the surface of the 
40 article, is referred to herein as the article’s bulk matrix, or 
alternatively the polymer matrix or the bulk volume of the 
article. The portion of the article’s bulk matrix which is 
present at or within 1,000 angstroms of the surface will be 
referred to herein as forming the near surface region. The 
4s portion of the porous article that does not form either the 
interstitial volume, the surface or the near surface region will 
be referred to as the interior bulk matrix of the article. With 
this nomenclature, porous articles useful in, and formed 
according to the present invention may now be described. 
Porous articles useful in the invention are formed, in 
whole or part, of organic polymer, i.e., carbon and hydrogen 
containing polymers. Preferably, the porous article is formed 
entirely from organic polymer. However, the porous article 
may be a composite of inorganic material and organic 
ss polymer. When the porous article is a composite, then at 
least some of the surface of the article is formed of organic 
polymer, and preferably at least some of the bulk matrix is 
formed of the same organic polymer. Apreferred composite 
article has a surface that is entirely formed of organic 
60 polymer, and more preferably has a bulk matrix that is 
predominately organic polymer. 
Because the invention provides a very mild method of 
introducing functionality onto the surface of an organic 
polymer, essentially any organic polymer having hydrogen 
65 atoms may be treated according to the inventive method. 
The polymer can be a synthetic, semisynthetic, or naturally 
occurring organic polymer. For instance, the organic poly- 
30 tial surface. 
SO 
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mer which forms the porous article may be a hydrocarbon, than-molecular scale. The article may also be described as 
in which case the porous article will have hydrophobic permeable, in that the pores are interconnected to allow fluid 
properties. Preferred hydrocarbon polymers are formed from flow from an exterior surface into an adjacent region in the 
olefin, i.e., the polymer is a polyolefin. Suitable hydrocarbon structure, and from one adjacent region to another. 
olefins from which the article may be made include, without s Preferably, the Pores are interconnected SO that fluids may 
limitation, ethylene, propylene, butylene, butadiene, styrene, flow throughout the The Pores be Or 
a-methylstyrene, divinylbenzene and the like, although pre- anisotropic, and may be nondirectional or unidirectional, to 
ferred hydrocarbon olefins do not contain aromatic rings. name a few Of the ways in which porous may be 
tortuous path, which essentially means that the pore chan- listed in, e.g., The Polymer Handbook, 3rd Edition, i o  nels are randornly directed through the article in a non- Brandrup, J. et al. (eds.) John Wiley & Sons, Inc., New York, directional manner, 
Hydrocarbon polymers are well known in the art, and are characterized. The pores may be connected by a so-ca11ed 
N.Y. (1989). However, the pores need not be interconnected but instead 
Ylene are preferred may be separate from one another, For example, the pores 
process, and more preferably the porous may be separate from one another but extend completely 
entirely of Polyethylene. In general, Polymers that are inher- 15 through the article, or the pores may terminate within the 
entlY hydrophobic in bulk form are Preferred materials for porous article, where the later situation provides for 
forming the porous article. Hydrophobic polymers include so-called “non-through‘’ pores, However, the pores should 
hydrocarbons, PTFE, polyacrylonitrile, polyetherimide, be accessible to fluids that contact the exterior surface of the 
polysulfone, and polyethersulfone. porous article, i.e., the porous article should not a closed cell 
The polymer may contain heteroatoms such as halogen, 20 foam or the like where all of the pores are isolated from the 
formed in Or part from polyeth- 
in the inventive 
is formed 
silicon, sulfur, oxygen and/or nitrogen atoms, as present in, 
e.g. ,  polyamide, polyvinylchloride, polyurethane, 
polyacrylate, phenolic resins alkyd resins, polyester, 
cellulose, starch, polysaccharide, polypeptide, rubber, gutta 
percha,  poly(ethy1ene terephthalate),  polyimide,  
polytetrafluoroethylene, poly(viny1idene fluoride), 
polysulfone, poly(ether sulfone), KynarTM, PEEK, TefzelTM, 
TeflonTM, polydimethylsiloxane, polyphenylsiloxane, 
dimethylsiloxane/methylvinylsiloxane, copolymer, substi- 
tuted polyphosphazenes, and the like. When heteroatoms are 
present in the polymer’s repeating unit, the repeating unit 
preferably contains more carbon atoms that non-carbon 
atoms (excluding hydrogen and halogen atoms). Again, 
polymers containing heteroatoms which may be used 
according to the present invention are well known in the art, 
and are listed in, e.g., The Polymer Handbook (supra). 
The inventive process is generally applicable to all 
organic polymers. Accordingly, the polymer from which the 
article is formed may have any molecular weight, molecular 
weinht distribution. stereochemical confinuration or 
exterior surface. 
The porosity of the article may be characterized in terms 
of pore diameter and void volume. The pores generally have 
effective diameters larger than about 0.01 microns (1 
zs angstrom), preferably at least about 1 micron up to about 
2000 microns, and more preferably from about 10 to about 
1000 microns. Thus, the porous article can be distinguished 
from semipermeable solid-phase membranes which gener- 
ally have intermolecular openings on a molecular size scale 
30 for molecular diffusion. The porous article may be 
microporous, in which case the article has a pore size in the 
range between about 0.05 and about 20 microns. The porous 
article may be macroporous, in which case the article has a 
pore size of about 20 microns to about 2000 microns, 
35 preferably about 20 to 500 microns. A preferred porous 
article has an effective pore size of about 1 to about 50 
microns. Porosity may be determined according to ASTM 
D276-72, and pore size distribution may be determined 
according to ASTM F316-70. 
The aorositv of the article can also be characterized in 40 v v 
conformation, degree of crosslinking, density, tensile terms of pore volume. Thus, the porosity may be defined as 
strength, extent of entanglement, glass transition tempera- the pore volume divided by the total volume of the article. 
ture (although this should be above room temperature, so In percentage terms, porosity refers to the pore volume as 
that the article is a solid at room temperature), tacticity, melt defined above, multiplied by 100. While porous articles of 
viscosity and color, among other properties that characterize 45 any pore volume from 1% to 90% may be used in the present 
polymers. 
Preferably, the polymer has a relatively high molecular 
weight, on the order of 1,000,000 daltons or more (number 
average molecular weight). When the polymer has a rela- 
tively high molecular weight, there tends to be a greater 
degree of entanglement among the polymer chains. This 
greater degree of entanglement tends to inhibit the polymer 
chains from moving around within the article. Consequently, 
functionality which is initially introduced to the surface of a 
porous article will tend to remain at that surface for a longer 
period of time when the average molecular weight of the 
invention, preferred porous articles have a pore volume of 
about 20% to about 80%, more preferably have a pore 
volume of about 30% to about 70%, and still more prefer- 
ably have a pore volume of about 35% to about 60%. 
Porous articles may be made by methods which are well 
known in the art. The variety of techniques which are 
described in Kesting, Robert E., Synthetic Polymeric 
Membranes, John Wiley & Sons, New York, 1985, pp. 
237-309, which is hereby incorporated herein by reference, 
ss are exemplary. The pores may be introduced by mechanical 
perforation, by the introduction of pore producing agents 
SO 
polymer chains is relatively high. (e.g., porogens) during the matrix forming process, through 
As stated above, polyethylene is a preferred polymer from various phase separation techniques, or other methods. 
which the article is formed. So-called ultra-high molecular Indeed, the manner in which the article is made porous is not 
weight polyethylene (UHMWPE) is a preferred polyethyl- 60 especially important to the practice of the present invention. 
ene. UHMWPE is described in, e.g., U.S. Pat. No. 5,531, However, the properties of the porous material should be 
899. Polyethylene is typically characterized in terms of its selected so that the article has the necessary porosity, 
density, and both high density and low density polyethylene strength, durability and other properties which render it 
may be used to form the porous article. suitable for the intended application. The porous article is 
The article which is functionalized according to the 65 preferably self-supporting. 
inventive method is porous. Preferably, the article is char- Aporous material which is prepared by sintering together 
acterized by a plurality of interconnected pores on a larger- finely divided polymer particles (i.e., particulated polymer) 
6,022,902 
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has been found to have very good physical properties for a concentration of reactive radicals in the reactor. In addition, 
number of applications, including use as a solid support for the energy transferred from an excited metastable species 
organic synthesis and chromatography. See, e.g., U.S. Pat. formed from a diluent gas, e.g., Ar*, can increase the yield 
No. 3,051,993. The polymer particles may or may not be of the reactive radical. 
porous in and of themselves. However, the material formed s For example, 10% oxygen in argon at a pressure of 2 Torr 
by sintering the polymer particles will have void volume provides about the same ability to functionalize a porous 
between the sintered particles, where that void volume specimen as does pure oxygen. Argon is a preferred diluent 
creates interstitial surface. Such materials are referred to gas because the metastable electronic excited state of argon 
herein as sintered articles, e.g., sintered polyolefin if the promotes dissociation of molecular oxygen or ammonia by 
polymer particles are made of polyolefin. Aporous material i o  collisional energy transfer, and so promotes in-plasma dis- 
prepared by sintering non-porous polyolefin particles sociation kinetics. Thus, dilute gases having about 10% 
(typically beads) is a preferred porous material according to concentration of oxygen or ammonia are preferred according 
the invention, and for articles made from polyethylene, is to the invention. 
commercially available from, e.g, Porex Technologies USA When oxygen serves as the source gas, the reactor of the 
(Fairburn, Ga.) under their trade designation POREXTM. is invention converts the oxygen (0,) to atomic oxygen radical 
The porous article may have essentially any shape. For (0,). With the reactor and operating conditions as described 
example, the article may be in the shape of a cube, block, herein, the minimum concentration of atomic oxygen radical 
sphere, tube, rod or cylinder, sheet, disc, membrane, film, within the reactor (at the location where the atomic oxygen 
monolith or the like. Articles in the form of a blockicube or contacts the specimen, and at 298” C.) is preferably at least 
rodicylinder are preferred for many applications, and may be 20 1 ~ 1 0 ’ ~  atoms/cc, as measured by NO, chemiluminescent 
obtained from Porex Technologies USA (Fairburn, Ga.). A titration (as described in, e.g., Kaufman, F., Progress in 
preferred article in the form of a film is porous polyethylene Reaction Kinetics, vol. 1, Pergamon Press, London, pp. 
film, e.g., CELGARDTM K-878, which is commercially 1-39,1961). In addition to atomic oxygen, hydroxyl radicals 
available from Celanese Corporation (Norristown, N.J.). will also typically react with the specimen. This is due to the 
Microaorous aolvmeric films which mav be treated accord- zs fact that one aossible reaction that can occur when atomic 
I ,  
ing to the invention are described in, e.g., U.S. Pat. Nos. 
3,839,516; 3,801,404; 3,679,538; 3,558,764 and 3,426,754. 
The article may be a composite of two polymers. An 
exemplary composite is a breathable, hydrophobic polysi- 
loxane membrane reinforced with poly(tetrafluoroethy1ene) 
which is sold under the tradename SILONTM by Bio-Med 
Sciences, Inc. (Bethlehem, Pa.). These membranes are typi- 
cally used as wound dressings, gas and fluid exchange 
membranes, etc. The article may have a shape resulting from 
drawing, molding, sintering, or other polymer processing 
oxygen contacts the specimen is the formation of hydroxyl 
radical. This hydroxyl radical is then available to react with 
the specimen. In one embodiment of the invention, a “sac- 
rificial” polymer may be placed upstream of the specimen, 
30 in order to enhance the concentration of hydroxyl radicals 
that react with the specimen. 
When ammonia serves as the source gas, two reactive 
radicals are generated: hydrogen (H,) and amino (NH,). 
While not intending to be bound by any theory, it is believed 
3s that hydrogen radicals initially react with the specimen to 
step. abstract a hydrogen radical and thereby form hydrogen gas. 
REMOTE RADICAL FORMING CONDITIONS The residual radical site on the specimen then reacts with an 
The invention provides a process wherein reactive gas- amino radical to place an amino group on the specimen. In 
phase radicals and a porous article (hereinafter “the any event, with the reactor and operating conditions as 
specimen”) are present within a single reactor, such that the 40 described herein, the minimum concentration of atomic 
radicals contact the specimen and create functionality hydrogen radical within the reactor (at the location where 
throughout the surface of the specimen. The radicals are the atomic oxygen contacts the specimen) is preferably at 
generated from a source gas, in a non-equilibrium, low least 1 ~ 1 0 ’ ~  atoms/cc at a temperature of 298” C., as 
pressure environment, and delivered to the specimen by at measured by NO chemiluminescent titration (as described in 
least one of convective and diffusional transaort. The radi- 4s Kaufman 1961. suara) and calculated from the aressure rise 
cals are generated from the source gas by exposing the 
source gas to so-called “radical forming conditions” as 
created by, for example, a radiofrequency (RF), microwave 
or direct current discharge (any of which will create a gas 
plasma discharge), laser sustained discharges, UV laser 
photolysis, high-powered UV/VUV lamp driven photolysis, 
high energy electron beams, and other high-intensity ioniz- 
ing or radical forming radiation sources. While any of these 
radical forming conditions may be used to generate the 
reactive radicals, gas plasma discharge is a preferred tech- 
nique. 
I l ,  
seen on ignition of the plasma source. This minimum value 
is preferably maintained regardless of the working pressure. 
It is often the case, particularly when using oxygen as the 
source gas, that undesirable by-products are produced along 
SO with the desired gas-phase radicals, where the by-products 
may be undesirable because they can cause damage to the 
specimen. Such by-products include electrons, ions and UV 
radiation. Thus, the preferred reactor provides an environ- 
ment which precludes, or at least substantially precludes, 
ss contact between the specimen and undesirable by-products. 
Preferably, the reactor allows the undesirable by-products to 
The source gas according to the present invention com- undergo natural decay prior to their contacting the specimen. 
prises oxygen, ammonia, or a mixture of nitrogen and In other words, the preferred reactor and operation thereof 
hydrogen. Preferably, oxygen and ammonia are not used provides that a specimen is exposed to an environment 
simultaneously, and the mixture of nitrogen and hydrogen is 60 wherein the rate of decay of desired gas-phase atomic and 
not used with either oxygen or ammonia. These source gases molecular radicals is much less than the decay rate of 
may be used in pure form (i.e., above about 95% purity) or undesirable by-products. This environment provides for 
in dilute forms, where suitable diluent gases include helium, “remote” treatment of a specimen using radical forming 
argon and nitrogen. Diluted source gases afford the advan- conditions. 
tage that reactive radicals that are generated from dilute 65 The terms “remote plasma”, “downstream plasma”, and 
oxygen, nitrogen or ammonia demonstrate fewer recombi- “flowing discharge” are generally synonymous. Techniques 
nation events, thus providing for a longer-lasting and higher to achieve remote plasma discharge are described in, e.g., 
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Foerch, R. et al. “A comparative study of the effects of Earth Orbit, Srinivasan V. et al. eds., pages 189-205, The 
remote nitrogen plasma, remote oxygen plasma, and corona Minerals, Metals & Materials Society (1990) (Published 
discharge treatments on the surface properties of polyethyl- proceedings of a symposium sponsored by the TMS-ASM 
ene” J ,  Adhesion Sei, Technol, 5(7):549-564 (1991); De&- joint corrosion and environmental effects committee, held at 
mukh s, c, et al, ‘‘Remote plasma etching reactors: model- 5 the 119th annual meeting of The Minerals, Metals & Mate- 
ing and experiment” J.  Vac. Sci. Technol. B,  11(2):206-215 rials Society, Feb. 17-22, 1990), which is hereby incorpo- 
(MarchiApril 1993); Boitneott, C. “Downstream plasma rated by reference herein in its entirety. 
processing: considerations for selective etch and other pro- ‘3 a sidearm reactor lo comprises a 
cesses,, Solid Technology, pages 51-58, October 1994; longitudinally oriented flow chamber 12 formed from three sections, namely an inlet section 14, a mid-section 16 and an Brady J. P. et al. “A comparative study of the effects of i o  exhaust section 18. These sections are secured together 
the surface modification of polytetrafluoroethylene” Poly- Glass is a preferred material from which to c o n s t ~ c t  he 
incorporated by reference herein. line 28 through which the precursor to the reactive gas-phase 
As used herein and in the above publications, the terms 15 radical (also termed a “source gas”) may be introduced to the 
‘‘remote Plasma” and ‘‘downstream Plasma” generally refer discharge generating apparatus 32. The apparatus 32 gener- 
to an environment wherein the substrate being modified by ates a plasma discharge that converts the source gas into a 
the plasma is located such that the substrate is not exposed collection of reactive gas-phase radicals, as well as unde- 
to plasma-derived species that can cause collateral damage sirable byproducts (collectively a flowing discharge gas). 
to the substrate. Remote or downstream plasma techniques 20 The flowing discharge gas exits the discharge generating 
(hereinafter, simply “remote plasma”) described in the apparatus 32 through the line 30 and passes into the inlet 
literature, which are directed, for example, to etching pro- section 14 of the flow chamber 12. 
cesses in the semiconductor industry, or otherwise modify- The discharge generating apparatus 32 comprises a power 
ing the surface of a substrate, may be used in the process of supply and a cavity configuration wherein the source gas is 
the present invention so long as they achieve little (less than zs exposed to a discharge. The cavity should afford a configu- 
10% mass loss) or essentially no (less than 1% mass loss) ration of an electric field such that conducting surfaces are 
collateral damage to the substrate while achieving complete configured to produce a standing wave EM field. Suitable 
functionalization of the surface of the porous article. Com- microwave discharge cavities are described in, e.g., 
plete functionalization of all pore surfaces, both internal and Fehsenfeld, F. C., et al. The Review of Scientific Instruments 
external (external pore surfaces may be seen from visual 30 36(3):294-298 (March 1965). Suitable power supplies 
examination of the exterior surface of the porous article), include any radiofrequency (RF), microwave or direct cur- 
occurs when all pore surfaces, both internal and external, rent power supplies. A suitable microwave power supply 
have been modified in the desired way and to a useful extent may be obtained from, for example, Raytheon Corporation, 
as described herein. and identified under their trade designation as a Raytheon 
Because there is so little mass loss, there is little or no 35 PGM-10. The Raytheon PGM-10 may be used in conjunc- 
deviation in the pore size as measured on the surface of the tion with an Evensen-type discharge cavity. The apparatus 
article, compared to the average diameter of the pores within 32 may also consist of an ASTEX S-250 microwave power 
the matrix of the material (assuming, of course, that there supply in conjunction with an ASTEX DPC24 plasma head 
was little or no deviation in the pore size of the specimen). which creates a cavity wherein the plasma is formed. The 
Thus, porous articles having essentially the same pore 40 ASTEX components are available from Applied Science and 
diameters throughout the article, as well as articles having Technology, Inc., Worburn, Mass. Either of these configu- 
average pore diameters that deviate by no more than 1% or rations may be used with any source gas of the invention. 
2% between the exterior surface and the interior matrix, can These power supplies are typically operated at (FCC- 
be prepared according to the invention. approved) 2.450 MHz, although the FCC also approves the 
While remote plasma techniques described in the litera- 45 use of 13 MHz band for industrial processing, and this could 
ture typically separate the specimen being treated from also be employed in the present invention. 
direct contact with the glow discharge plasma, it is not Along the mid-section 16, and extending transversely to 
always the case that the specimen is spared contact with light the longitudinal axis of the flow chamber 12, are one or more 
that is emitted from the glowing discharge. In remote sidearms 38. The six sidearms of an exemplary reactor 10 
treatment according to a preferred embodiment of the SO are shown in FIG. 2. At the distal end of each sidearm 38 is 
present invention, photons emitted from the excited gas, and a specimen holder 40 which holds the specimen 49 to be 
particularly UV radiation, do not contact the porous article. modified by the reactive gas-phase radicals. The sidearm 38 
A preferred reactor, for process optimization studies, also comprises a sidearm conduit 42 which provides fluid 
which may be used to produce a remote plasma environment communication between the specimen holder 40 and the 
according to the present invention is the atomic oxygen ss mid-section 16 of the flow chamber 12. The sidearm conduit 
reactor having at least one sidearm conduit, which is 42 is preferably constructed from glass. 
described in U.S. Pat. No. 5,332,551 to Steven L. Koontz. The specimen holder 40 can be made by modifying a 
When operated as described herein, this atomic oxygen CAJON brand union fitting (Cajon Company, Macedonia, 
reactor is used to achieve flowing discharge radical chem- Ohio). Drilling can be used to remove the internal lips of the 
istry (FDRC) to modify the surfaces of porous articles. A 60 fitting while leaving the O-ring vacuum seals 44,46 at either 
preferred embodiment of an atomic oxygen reactor having at end of a sleeve member 48 adjacent the conduit 42. Each 
least one sidearm conduit (hereinafter, a “sidearm reactor”) specimen holder 40 may also include a specimen heater well 
is illustrated in FIGS. 1 and 2 set forth herein, and may be 50 and a thermocouple well 52. The specimen 49 which 
operated as described below. Further description of the undergoes surface-modification is placed at the distal end of 
sidearm reactor and its operation appears in Koontz, S. L. et 65 the conduit 42, inside the sleeve member 48. 
al. “The reaction efficiency of thermal energy oxygen atoms The exhaust section 18 of the flow chamber 12 is in fluid 
with polymeric materials”, Materials Degradation in Low communication with a vacuum pump 34 via line 36 posi- 
As shown in 
ammonia and hydrogen downstream plasma treatment On 
mer 37(8):1377-1386 (1996). These publications are hereby 
using conventional coupling flanges 20, 22, 24, and 26, 
flow chamber 12. The reactor 10 further comprises an inlet 
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tioned therebetween. Optionally, a catalytic atomic oxygen ditions. These selections are not independent, and thus one 
or atomic hydrogen probe (shown by feature 58) may be selection must be made in view of the other. The following 
positioned within the discharge section 18, to thereby mea- guidelines are useful in developing reaction conditions use- 
sure the concentration of the atomic oxygen exiting the flow ful in the present invention. 
chamber 12. A suitable catalytic atomic oxygen probe may s Ultimately, in order to provide a uniform flux of reactive 
be prepared by wrapping fine silver wire or thin foil around gas-phase radicals across the surface of a specimen, the 
a low thermal rated type J or K thermocouple probe (from, selections are made so that the diffusional relaxation time (a 
e.g., Omega Scientific). A palladium probe may be used to characteristic time for gas diffusion to eliminate gas radical 
measure hydrogen. A capacitance manometer connection concentration gradients) of the reactive radicals within the 
(shown by feature 56) may also, or alternatively, be con- i o  sidearms is much smaller than the characteristic decay 
nected to the discharge section 18 in order to measure the time(s) of the gas-phase radicals as resulting from the sum 
pressure within section 18. of all surface and gas-phase loss processes. These diffusional 
The reactor 10 is constructed and operated so that no relaxation and decay times will depend on the dimensions of 
significant radial concentration gradients of reactive gas- the sidearms, the reactivity of the materials from which the 
phase radicals exist within the sidearms. This is achieved, in is sidearms were constructed, the reactivity of the specimen, 
part, by positioning the specimens within sidearms so that the total working pressure within the reactor, as well as the 
they are not subject to the direct flow of the glow discharge temperature within the reactor. 
plasma generated by the discharge generating apparatus. The The upper and lower limits on the working gas pressure 
specimens are thus positioned so as not to be in direct are determined by the need to provide enough of the specific 
contact with the plasma and so that photons from the plasma 20 reactive gaseous radicals of interest to complete the desired 
cannot reach the specimen. surface chemistry on the specimen in a reasonably short 
The environment within the sidearms is preferably length of time. A reaction time of 1 minute or so, for a 
selected to deliver a uniform dose of reactive gas-phase sample that is about 1 cm thick, is typical, although this time 
radicals to the specimen(s). The term “uniform dose” means is highly dependent on the porosity of the specimen, and the 
that the surface flux of radicals is essentially constant across zs average diameter of the pores. Highly porous samples, with 
the diameter of a sidearm.Auniform dose typically does, but small  pore diameters,  which characterizes many 
need not, achieve a uniform spacing of induced functionality membranes, may require a reaction time on the order to 60 
across the surface of the specimen. In addition, the envi- minutes or so. If the pressure is too high, for instance more 
ronment should be such that the gaseous reactive radicals are than about 10 Torr (1300 Pa), then gaseous radical recom- 
able to diffuse to the surface of a specimen, and diffuse into 30 bination reactions proceed at an undesirably fast rate, and 
the pores of a porous specimen. In this way, the radicals are rapidly deplete the reactive radical population. If the pres- 
able to penetrate deeply into the interstitial volume of a sure is too low, say less than 0.1 Torr, then the number of gas 
porous specimen. Such an environment can be used to phase radicals in the sidearm is too low to be practically 
provide for variable (low to high) levels of surface useful. A working gas pressure between about 0.1 and 10 
functionalization, with a uniform distribution of the func- 3s Torr (roughly 10 to 1300 Pa) is thus practically useful, with 
tionality across the surface. gas pressures of about 0.5 to 5 Torr (roughly 50 to 500 Pa) 
Concurrent with surface functionalization, the sidearm being preferred regardless of the source gas. 
environment minimizes, and may essentially eliminate, An important factor limiting the use of higher pressures is 
specimen degradation. Thus, the inventive process intro- the increasing heat capacity of the gases at higher pressures. 
duces functionality to the surface of a porous article while 40 It is known that plasma discharges at atmospheric pressure 
causing very little change in the pore volume of the article. produce high enthalpy gas streams which may vaporize 
Thus, surface-functionalized porous articles may be pre- metals and destroy polymers via purely thermal processes. 
pared having pore volumes which are within 10% of the pore Accordingly, as the pressure increases inside a reactor 
volume of the precursor porous article, and are preferably according to the invention, the temperature of the flowing 
within 5% of the initial pore volume. When ammonia is the 4s gases increases, rapidly approaching the thermal limits of 
source gas, surface-functionalized porous articles may be the apparatus. Operating conditions and pressures which 
prepared having pore volumes which are within 5% of the would expose the specimen to temperatures in excess of 
pore volume of the precursor porous article, and are pref- 200” C. are generally not preferred. Preferred temperatures 
erably within 1% of the initial pore volume. around the specimen are described below. As the effect of 
This lack of surface degradation is a desirable feature of SO pressure on heat capacity depends to some extent on the 
the present invention. Known methods to introduce func- identity of the source gas, the optimal working pressure is 
tionality to a polymer, such as direct plasma treatment or dependent on the choice of source gas. 
solution-phase chemical oxidation, typically cause a sub- The upper and lower limits on the working temperature 
stantial amount of chain scission and ablation of carbon within the sidearm are essentially determined by balancing 
atoms at the surface of the article. These effects are readily ss desired reaction rate with rate of undesired specimen decom- 
seen by scanning electron microscopy, where they give rise position (decomposition occurs, for example, by ablation of 
to surface roughness. The present invention achieves surface carbon atoms from the polymer, typically with the formation 
functionality throughout the entire surface of a porous of carbon dioxide). For oxygen source gas, a temperature of 
article, while not causing much, if any, change in the about 300 K affords a desired reaction rate that is much 
morphology of the surface. Thus, in functionalized porous 60 greater than the decomposition rate, and a typical specimen 
articles prepared by the present invention, the pore surface will undergo complete reaction in a matter of minutes. As the 
appears substantially the same as the exterior surface, as working temperature is lowered, the desired reaction rate is 
viewed by scanning electron microscopy. even more favored in comparison to the decomposition rate, 
Remote plasma treatment according to the invention is (the decomposition rate becomes very slow), however the 
achieved by proper selection of the reactor, including reactor 65 desired reaction rate also slows down, and thus lower 
dimensions and the materials from which the reactor is temperature necessitate longer reaction times to prepare the 
constructed, and proper selection of reactor operating con- desired sample. At higher temperatures, full functionaliza- 
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tion of a specimen is more rapid, however specimen decom- 
position becomes noticeable. Accordingly, a working tem- 
perature of less than about 350 K is preferred, with a 
temperature range of about 250 K to about 325 K being more 
preferred, and a temperature range of about 275-310 K 
being still more preferred, when oxygen is the source gas. 
When ammonia is the source gas, the activation energy 
for sample decomposition is very much greater than the 
activation energy for the desired reaction. Accordingly, 
ammonia allows for a wider latitude in the selection of the 
working temperature because the rate of the desired reaction 
will almost always be much greater than the rate of the 
undesired decomposition reactions. Thus, when ammonia is 
the source gas, relatively high temperatures are desirably 
used, for the reason that preparation of the fully function- 
alized specimen is completed more rapidly. A working 
temperature of about 275 K to about 400 K is preferred when 
using ammonia as the source gas, with a working tempera- 
ture of about 300 K to about 375 K being more preferred, 
and a working temperature of about 325 K to about 350 K 
being still more preferred. While temperatures higher than 
400 K can be used with ammonia, very little increase in the 
desired reaction rate is observed compared with using 300 
K, and thus for reasons of economy and safety, a lower 
temperature is preferred. At temperatures lower than about 
275 K, the rate of specimen functionalization using ammo- 
nia becomes undesirably slow from a commercial point of 
view. 
The dimensions and configurations of a practical com- 
mercial reactor to accomplish remote plasma discharge 
reaction are selected while keeping the above temperature 
and pressure limits in mind, and can be designed using 
process data generated with the side-arm reactor. Thus, the 
convective flow time between the end of the plasma zone 
(feature 30 in FIG. 1) and the beginning of the remote 
plasma treatment section (feature 32 in FIG. 1) is preferably 
greater than l ~ l O - ~  seconds when the operating pressure is 
on the order of 1-2 Torr. Adjustments to the total mass flow 
rate of the gas and the pumping speed of the vacuum system 
allows variation of both the total pressure within the reactor 
and the residence time of the radicals. In general, as the mass 
flow rate is increased for a constant pump speed, the 
convective flow time of the radicals increases and the 
pressure increases. However, as the pump speed is decreased 
while the mass flow rate is kept constant, the pressure 
increases while the convective flow time also increases. 
Suitable operating conditions and reactor dimensions 
include an operating pressure of 1-2 Torr, an operating 
temperature of 298-325 K, a sccm of 125-135 and a 
distance of about 4 inches (about 10 cm) from the end of the 
plasma zone to the beginning of the remote plasma treatment 
section. 
Given these pressure and temperature ranges, the diam- 
eter of the sidearm may be selected based on the equations 
that predict the diffusional relaxation and chemical recom- 
bination times of radicals within a sidearm As stated above, 
the sidearms 38 are constructed and operated so that no 
significant radial concentration gradients exist and a uniform 
dose of reactive gas-phase radical is thereby delivered to the 
specimen surface 49 which is held or secured transversely in 
the specimen holder 40. The elimination of radial concen- 
tration gradients in the sidearms 38 is determined according 
to well known gaseous chemical kinetic analysis, by deter- 
mining the relative magnitude of two characteristic relax- 
ation times, T, and T,, where T, is the characteristic 
diffusional relaxation time for the sidearm 38 and T, is the 
time required for all reactive radicals in a sidearm to 
recombine. When T,,is much less than T,,,, (e.g., Tdi2O.l 
T,,), then no significant radial concentration gradients exist 
and a uniform dose of reactive radical is delivered to the 
specimen surface. 
14 
T, is determined according to the equation: 
T , r R 2 1 D  
wherein R is the radius of the sidearm 38 and D is the 
diffusion coefficient of the reactive radical (about 120 cm’is 
in air at 65 Pa when the reactive radical is atomic oxygen). 
Diffusion coefficient values for other gases and pressures 
may be obtained from the published literature, and/or cal- 
culated based on basic gas kinetic theory. 
The chemical recombination (relaxation) time, T,, is 
determined according to the equation: 
T,=RIr,v 
15 wherein r, is the faction of reactive radicals which recom- 
bine or are otherwise lost upon striking the sidearm surface. 
Adescription of radical recombination may be found in, e.g., 
Smith, W. V. “The surface recombination of H atoms and 
OH radica1s”J. Chem. Phys. 11:11&124 (March, 1943) and 
20 Krongelb, S. et al. “Use of paramagnetic-resonance tech- 
niques in the study of atomic oxygen recombinations” J .  
Chem. Phys. 31(5):1196-1210 (November, 1954), both 
hereby incorporated herein by reference. More generally, r, 
is the probability of the loss of a reactive radical from the 
25 population of reactive radicals, due to any first order or 
pseudo first order process. Such first order and pseudo first 
order processes include an atom or radical striking the 
sidearm wall or specimen within the sidearm, as well as the 
recombination of reactive radicals. The value of r, is about 
3 . 2 ~ 1 0 - ~  in the case of atomic oxygen, and 2xlO-’ for 
30 hydrogen, with a sidearm constructed from glass. The 
parameter “v” is the mean thermal speed of the reactive 
radical (about 6 . 3 ~ 1 0 ~  cm/s at 300 K for atomic oxygen, 
about 6 . 5 ~ 1 0 ~  cm/s at 300 K for ammonia and about 
2 5 . 2 ~ 1 0 ~  cms at 300 K for hydrogen). Thus, when R = l  cm 
35 and the reactor is operated at 65 Pa and 300 K, T,is about 
0.008 seconds and T, is about 0.1 seconds for atomic 
oxygen, so that Tdif is less than O.lxT,,. 
The sidearm reactor as described herein can be used to 
provide a predetermined, uniform dose rate of reactive 
40 radicals across a specimen surface. The rate at which a 
specimen is functionalized depends on the surface flux of the 
reactive radicals. Dose rate can be estimated by analytical 
solution of the following partial differential equation 
describing the diffusional transport and first order or pseudo- 
45 first order reactive radical reaction processes: 
i a  a2 
r a r  a 22 k , C ( r , z ) = D - - r C ( r , z ) +  -C(r , z )  
so 
wherein k, is the rate constant for loss of reactive radical 
from the gas in the sidearm conduit from all first order 
processes, C is the concentration of the reactive radical, r is 
radial position of the specimen from the longitudinal axis of 
55 the sidearm conduit, and z is an axial position (distance from 
the sidearm conduit entrance to the main gas chamber) with 
the boundary conditions: 
C(r,  z )  = C,, at z = 0; and 
- D - C(r,  z )  = k,C(r, z ) ,  at z = z I  (the specimen surface); a 
a z  
60 
wherein k, is the rate constant for loss of reactive radical at 
If Tdifi<T,,, the partial differential equation simplifies 
65 the specimen surface. 
to: 
15 
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surfaces become modified with functional groups such as 
amino, hydroxyl, carbonyl and carboxyl groups. The modi- 
fication is the result of replacing hydrogen atoms that are 
part of the basic structure of the porous article, with oxygen 
s or nitrogen atoms, to form hydroxyl carbonyl carboxylic 
acid groups or amino groups, respectively, depending on the 
identity of the source gas. The functional groups which are 
added to a surface according to the invention are hydro- 
philic. Thus, after sufficient functionalization of a hydro- 
i o  phobic polymer surface, all points on the surface may be 
made hydrophilic, However, the functionalization will not 
extend into the bulk matrix, but instead will be confined to 
the surface or, at most, the near surface region, so that the 
matrix is free from the hydroxyl, amino, etc. functional 
The organic polymer(s) which form the porous article are 
reactive with gas phase radicals, and will typically experi- 
ence mass loss upon exposure to the radicals over an 
extended period of time. Mass loss typically occurs upon 
20 chain scission and subsequent ablation of carbon atoms. 
However, the polymer and treatment conditions are selected 
so that the rate of mass loss is relatively low compared to the 
rate at which functionality is introduced to the surface of the 
article. Accordingly, the polymer matrix, and particularly the 
k,c(z) - a2 
~ D - -C(Z). a z 2  
A general solution to this has the form: 
C(z) = Aexp[-(k,/d)oSzl +Bexp[(k,/D)oSzl 
wherein A and B are constants determined by application of 
the boundary conditions as follows: 
A = -  GBCO , 
G A + G B ’  
GACO , 
G A + G B ’  
is groups that have been added to the surface. 
B =  -
wherein : 
GA = [D(k,/D)” -k , ]e~p[-(k, /D)~’z~];  and 
GB = [ -D(~ , /D)”  +k,1exp[(k,/~)~’z11. 
The for the Of no 25 interior bulk matrix of the article, is essentially unchanged 
concentration dependence and first Order reactive by the treatment, and the supporting structure retains its bulk 
and mechanical properties. The present invention thus 
avoids contact between the article and high energy beams 
which have been used in the art to create reactive sites at the 
30 surface, and in the bulk matrix. Such beams typically cause 
chain scission within the bulk matrix of the article, thereby 
weakening the mechanical strength of the article. The 
present invention avoids this undesirable result, and pro- 
vides an article with a bulk matrix that has not been modified 
Generally, the diffusion of the gas-phase radicals from the 
exterior surface through the interstitial volume of the article 
proceeds in a distinct front. Behind the front, the interstitial 
surfaces of the pores become functionalized by the intro- 
Using the reactor and operating conditions as described 40 duction of amino, hydroxyl, etc. groups. Ahead of the front, 
the pore surface retains its initial structure and functionality. 
When the reaction front is allowed to pass through the 
entirety of the article, the entire surface of the article gains 
functional groups, 
loss processes is as follows: 
C(Z) = ~ CO (GBexp[-(k, / 01’ ’ZI + GAexp[+(k, / 01’ ’ZII 
(GA + G B )  
The reactive radical dose rate can thus be estimated, and it 
is readily appreciated that the dose rate can be increased 
dramatically by increasing the concentration of the reactive 
radical at the sidearm conduit entrance (at z=O), and affected 35 by chain scission. 
by the material used to form the sidearm conduit and the 
specimen material. Total reactive radical doses of about 
lOz4-1Oz6 cm-’ day-’ or more can be obtained with the 
reactor disclosed herein. 
above, (specifically, 2 Torr total system Pressure of aviators 
breathing oxygen as the Source Or working gas), an exposure 
time On the Order Of seconds (loel,ooo) is typically suf- 
ficient to achieve essentially complete surface functional- 
ization Of a porous polyethylene disc (having, e.g., a thick- 45 The functionalized porous article according to the present 
invention may be characterized in several way, For example, 
Reducing the exposure tirne can provide a partially func- scanning microscopy may be to moni- 
using remote plasma treatment according to invention ment On a support. surface func- 
Of %6 inch (1’6 mm> and a diameter Of 0’75 inch (19 
mm) and a nominal pore size on the order of 20 microns). 
tionalized specimen, However, degradation of such a disc tor the structural effects of the remote gas-phase ion treat- 
requires an exposure time on the order of hours (1-10) to SO tionalization of a porous polymer article can be achieved 
achieve even a 5% mass loss. Thus, functionalization of with no appreciable change in the surface morPhologY, 
even the innermost interstitial regions of a porous specimen where no appreciable change means that no change in 
is much faster than degradation of the specimen, using morphology is observed as determined by scanning electron 
remote plasma treatment according to the invention. microscopy at a magnification of 50x, and preferably less 
SURFACE-FUNCTIONALIZED POROUS ARTICLES ss than 2000x. However, if the porous article is exposed to an 
The porous article having surface functionality according extended treatment with remote plasma discharge, one can 
to the present invention may be obtained by treating a porous observe some mass loss by SEM. For example, one can use 
article as described above with remotely-generated gas- SEM to determine if the treatment has modified the appear- 
phase radicals, also as described above. The porous article ance of the pores on the exterior surface of the solid support. 
has an exterior surface, a bulk matrix, and pores which 60 However, the average pore size of the functionalized prod- 
extend from the exterior surface into the bulk matrix. The ucts of the invention is essentially the same as in the porous 
pores are surrounded by, and thus define, the pore surface. articles that serve as the starting materials. Furthermore, the 
The bulk matrix and surface of the (pre-treated) article is bulk density of the product of the invention is essentially the 
formed, at least in part and preferably in whole, of organic same as the bulk density of the precursor article. The porous 
polymer, i.e., polymers having carbon and hydrogen atoms. 65 nature of the precursor article is essentially unchanged by 
When the gas-phase radicals reach the article and diffuse the process of the invention, except of course, for the 
through the pores of the article, the exterior and interstitial addition of functional groups to the pore surfaces. 
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Arelative measure of the amount of functionality that has carbonyl and/or carboxyl groups is undesirably high, such a 
been imparted to the surface of the porous article may be functionalized polymer may be treated with a reducing 
obtained by using any of x-ray photoelectron spectroscopy agent, e.g., lithium aluminum hydride or sodium 
(XPS), infrared spectroscopy or chemical analysis. For borohydride, to reduce all or essentially all of the carbonyl 
many applications, the functionalized article is useful s and/or carboxyl groups to hydroxyl groups. 
because the initially introduced functionality (e.g., amino or Thus, subsequent to being exposed to the discharge, the 
hydroxyl groups) provides chemical handles which may be surface-functionalized porous article having carbonyl and 
elaborated into biomolecules and other application-specific carboxylic acid groups (possibly in addition to hydroxyl 
chemical groups. Accordingly, the chemical reactivity of the groups) may be reacted with a reducing agent, so that 
surface, after treatment according to the invention, is a very i o  hydroxyl groups are the predominant functional group 
useful descriptor of the articles of the invention. bonded to the polymers which form the surface of the article. 
To some extent, the reactivity of the surface is related to In addition, or alternatively, chemical agents that react with 
the amount  of surface area: assuming uniform and cap (neutralize, eliminate) surface free radical sites 
functionalization, the greater the surface area, the greater the and/or peroxides may be contacted with the surface func- 
amount of functional groups per gram of sample. For a is tionalized porous article. Such chemical agents include 
porous article having a surface area of about 2,000 cm2 per ammonia, dimethyl sulfide and other gases known in the art 
gram, functionalization according to the invention can pro- to capireact withineutralize free radical or peroxides on a 
vide about 0.01 to 1.0 pmoles of reactive functional group polymer surface. Hindered amine light stabilizers, such as 
per gram of sample. Typical functionalization levels are 0.1 the IrganoxTM products (e.g., IrganoxTM 1076 and 1010) sold 
to 0.5 pmoles of reactive functional group per gram of 20 by Ciba-Geigy (Tarrytown, N.Y.) and and CyanoxTM 2246 
sample, for a sample having a surface area of 2,000 cm2 per from American Cyanamid (Wayne, N.J.), as well as antioxi- 
gram as measured by mercury porosimetry or gas adsorption dants such as 2,6-di-tert-butyl-4-methylphenol (BHT) and 
measurements. This corresponds to reactive surface func- NonoxTM CI from Imperial Chemical Industries, Great 
tionality on the order of lo-’’ to lo-’’ moles/cm2. Britian, may also be used to cap these surface radicals or 
The amount of reactive surface functionalitv on a func- zs aeroxides. 
tionalized article according to the invention will depend on 
the conditions under which the chemical reactivity is mea- 
sured. Some swelling of the porous article will occur if the 
article is placed into an appropriate solvent. The swollen 
surface will tend to be more reactive with chemical reagents 
because more of the initially introduced functional groups 
will be accessible to the chemical reagents. 
The chemical reactivity of a modified surface according to 
the invention can be measured by many techniques. For 
example, the amount of reactive amino groups present on an 
The functionalized porous article preferably has the fol- 
lowing properties. It is inert in that it will not degrade upon 
contact with chemicals to which it is exposed when it is used 
as a solid-phase support for a synthesis procedure. It should 
30 be “sturdy” in that it maintains its integrity during use. Thus, 
the article should not break into pieces if, for example, it is 
placed into a solution with a rotating mechanical stirrer. 
Also, if placed into a tall column, the lower portion of the 
article should not become crushed and perhaps plug a screen 
3s that holds up the article (in instances where a screen is used 
aminated specimen may be determined chemically accord- to support the article). 
ing to Allul, R. (DNA Probes, Keller, H. G. et al., Eds. Other properties are also desired. The article should have 
Macmillan, New York (1993)). Thus, the aminated specimen a high surface area to volume ratio. In other words, for a 
is treated with 3-O-(4-nitrophenylsucciinylated)-5’-O-DMT- fixed volume of article, it is desired to maximize the surface 
deoxyribonucleoside, followed by blockage of unreacted 40 area over which the functional groups may be added accord- 
amines with pyridineiacetic anhydridem-methyl imidazole ing to the present invention. The surface of the article should 
(8: 1: 1, v:v:v). The amount of bound deoxyribonucleoside is contain desirable “chemical handles” to which molecular 
determined by absorbance at 498 nm after treatment with fragments may be bonded, and should not contain any 
70% aqueous perchloric acid, toluenesulfonic acid in undesirable chemical groups which may interfere with a the 
acetonitrile, commercial deblock preparations, or the like, to 4s utility of the article. 
release the DMT group from the support. The functionalized polymeric articles of the invention are 
In a preferred embodiment of the invention, a hydropho- useful as supports for solid-phase organic synthesis, includ- 
bic porous polymer article is treated with a substantially ing the synthesis of biomolecules. However, the articles may 
uniform concentration of reactive radicals, either atomic in used in a number of other applications including, but not 
oxygen, hydroxyl or amino radicals, using remote plasma SO limited to, filtration media, carriers for immobilizing biore- 
discharge to form a substantially uniform hydrophilic sur- active components in bioreactor applications, chromatogra- 
face layer on the article. In a more preferred embodiment, phy media, media for distillation or extraction processes, 
the hydrophilic surface substantially comprises reactive and supports for diagnostic assays. 
hydroxyl functionality, while in another more preferred The following U.S. Patents and U.S. patent Applications 
embodiment, the hydrophilic surface substantially com- ss are hereby incorporated herein by reference, in their entirety, 
prises reactive amino functionality. The surface functional- for all purposes: U.S. application Ser. No. 081254,361 filed 
ity is spread across the entire surface of the article, which Jun. 3, 1994, which is a continuation-in-part of U.S. appli- 
includes the exterior surface and the pore surface. Complete cation Ser. No. 071857,901, filed Mar. 26, 1992 now U.S. 
surface functionalization can be detected and distinguished Pat. No. 5,369,012 and Ser. No. 071997,265, filed Feb. 23, 
from partial surface functionalization by wicking experi- 60 1993 now U.S. Pat. No. 5,332,551, which in turn is a 
ments with water, at least when the untreated surface is division of U.S. application Ser. No. 071894,505, filed Jun. 
hydrophobic. 2, 1992, now U.S. Pat. No. 5,215,790, which in turn is a 
When oxygen is used as the source gas, the surface- division of U.S. application Ser. No. 071429,739, filed Oct. 
functionalized porous article of the invention may have 31, 1989, now U.S. Pat. No. 5,141,806. 
hydroxyl, carbonyl and carboxyl groups at the surface. 65 The following specific examples serve to further illustrate 
Preferably, hydroxyl groups are the predominate functional the invention. These examples are merely illustrative of the 
group at the article’s surface. If the surface content of invention and are not to be construed as a limitation thereof. 
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EXAMPLE 1 Discs were similarly exposed to 5 ~ 1 0 ' ~ i c m ~  atomic oxy- 
gen atoms in the sidearm reactor for periods of time ranging 
from three seconds to ten minutes to characterize develop- 
ment of hydrophilicity as reflected in the amount of water 
A polytetrafluoroethylene reinforced silicone membrane 
sold under the trade name SILON by Bio-Med Sciences, Inc. 
of Bethlehem, Pa. is uniformity treated with atomic oxygen 5 uptake of the exposed samples, An amount of water 
sidearm. Operating conditions are shown in Table 1. The 
treatment acquires hydrophilic hydroxyl functionality as 
follows: presented in Table 3. 
in an atomic Oxygen reactor having a specimen cient to wet the hydrophilic portion was dropped onto the 
The increase in mass due to water uptake was recorded, and 
surface of each disc, and any was removed by pipet, 
the results based on an average of three specimens are 
membrane initially has a hydrophobic surface which after 
Before After 
OH OH 
I I 
I I 
Surface 
f S i - O - S i k +  180 +Si-O-Si* +6HzO + 4'202 
OH OH 
I I 
CH3 CH3 
Sub-surface C H ~  C H ~  CH3 CH3 
I I I I 
I I I I 
+si-O-Si+ +si-O-Si+ 
CH3 CH3 CH3 CH3 
Pressure (Pa) 
Temperature (K) 
Gas Mixture 
C(z) (AO/cm3) 
27 
298 
10% 0,in AI 
4 1014 
EXAMPLE 2 
TABLE 2 
Discs of porous and nonporous high density polyethylene 
(HDPE) were treated with atomic oxygen to evaluate mass 
loss and the development of hydrophilicity. The porous 
polyethylene discs were cut from 1.6 rmm (?&-in.) thick 
specimens obtained from Porex Technologies (Fairburn, 
Ga.) and had coarse, medium and fine pores with respective 
nominal pore diameters of about 250 pm, 49-90 pm, and 
10-20 pm. The nonporous HDPE was obtained in the form 
of a 0.025 mm (1 mil) film. The discs had a diameter of 
about 19 mm (0.75 in.) and were cleaned by rinsing in a 
mixture of l,l,l-tiichloroethylene and ethanol and drying in 
a vacuum overnight. 
Duplicate sets of the discs were placed in the sidearm 
reactor of Example 1 and exposed to an atomic oxygen 
concentration of 5 ~ 1 0 ' ~ i c m ~ .  The weight of each disc was 
recorded at periodic intervals over a total exposure time of 
12-15 hours to monitor mass loss. The results are presented 
in Table 2. In addition, scanning electron micrographs 
(SEM) of discs exposed to 3 . 6 ~ 1 0 ' ~ i c m ~  atomic oxygen 
atoms in the sidearm reactor for 166.25 hours were taken for 
comparison to unexposed material. As seen from the data in 
Table 2, the rate of mass loss varied according to material 
pore size, i.e., the larger the pore diameter, the greater the 
mass loss rate. Apparently, the mass loss rate depends mostly 
on the amount of surface area available for reaction, and not 
on diffusion. Estimates of the effective surface area of the 
discs calculated from the loss rate relative to the nonporous 
HDPE were corroborated from surface area estimates by 
SEM. The SEM also showed rounding of particles in the 
coarse pores and visible pitting in the medium and fine 
pores, with changes occurring uniformly across the thick- 
ness of the discs. 
3s  
40 
4s 
so 
55 
60 
65 
Sample Weight (mg', 
Time (hours) Disc #1 Disc #2 Disc #1 Disc #2 
0.0000 
1.833 
4.0667 
5.8834 
7.8001 
9.7834 
11.7834 
14.2834 
0.0000 
1.6167 
3.6167 
5.6167 
7.1000 
9.1000 
11.1167 
12.8500 
HDPE Sheet (1 mil) POREX, Medium (49-90 pm) 
6.8223 6.7433 226.8562 229.1452 
6.4403 6.3288 225.2864 227.5929 
6.1962 6.0763 224.4133 226.7565 
5.9684 5.8701 223.6999 226.0678 
5.7616 5.6614 223.0172 225.3709 
5.5604 5.4508 222.3613 224.6970 
5.3590 5.2480 221.6863 223.9940 
5.1219 5.0195 220.9277 223.2801 
POREX, Fine (10-20 pm) POREX, Coarse (250 pm) 
254.0969 
253.0543 
252.4069 
251.7920 
251.2774 
250.5556 
249.9119 
249.3742 
253.5941 451.5491 
252.7013 450.7072 
252.0329 449.8757 
251.4103 449.2417 
250.9041 448.5435 
250.1976 447.8187 
249.5267 446.7887 
248.9901 445.5790 
454.2949 
453.0781 
451.7606 
451.1571 
450.6771 
449.7215 
449.0990 
448.0119 
As seen from these data, the amount of water uptake 
increased linearly until the saturation level was reached. The 
development of hydrophilicity clearly occurred prior to 
observation of any mass loss, and appeared to be dependent 
on the rate of diffusion of the atomic oxygen through the 
porous solid. As the pore size increased, the diffusion rate 
also increased. Also, dyeing of the specimens using a water 
soluble dye showed that a distinct reaction front progressed 
through the porous material. The partially hydrophilicized 
samples had a distributed pore chemistry, the portion ahead 
of the reaction front remaining hydrophobic while the por- 
tion behind the reaction front was hydrophobia. 
21 
TABLE 3 
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POREX, Fine POREX, Medium POREX, Coarse 
(10-20 Mm) (49-90 Mm) (250 Mm) 
Time Water Time Water Time Water 
Exposed Absorbed Exposed Absorbed Exposed Absorbed 
(sec) (% of disc wt) (sec) (% of disc wt) (sec) (% of disc wt) 
5 
10 
15 
20 
30 
40 
so 
70 
90 
120 
180 
300 
600 
700 
1.9 
8.4 
10.4 
11.6 
14.0 
18.0 
20.1 
23.2 
24.3 
32.9 
47.0 
55.7 
65.9 
65.2 
3 
5 
10 
10 
15 
20 
30 
40 
60 
90 
120 
150 
180 
210 
240 
5.2 
6.7 
12.1 
12.7 
18.9 
18.9 
34.0 
41.8 
48.0 
64.8 
68.0 
74.3 
75.0 
79.5 
82.8 
2 
4 
6 
10 
15 
15 
22 
40 
60 
90 
4.6 
14.0 
17.3 
25.8 
36.5 
36.5 
47.3 
53.4 
54.1 
52.6 
EXAMPLE 3 
In a third example 4 samples of a porous solid consisting 
of UHMWPE and having a 7 micron nominal pore size, and 
of 0.025 inches thickness, was exposed to ammonia FDRC 
conditions in a side-arm reactor of the type described above 
for periods of time ranging from 30 minutes to 3 hours and 
at temperatures of 1) 25" C., 2) 50" C., and 3) 80" C., at a 
total pressure of 2.06 Torr with the plasma source on and 
1.93 Torr with the plasma source off. At the end of the FDRC 
treatment period, the plasma source is turned off and the 
porous material is further treated by a 30 minute soak in the 
ammonia-argon gas at a total pressure of 400 Torr. The 
reactor was essentially identical to the side-arm reactor 
described above. The mass flow rate of the 10 percent 
ammonia in argon working gas was 132 standard cubic 
centimeters of gas per minute. The plasma source was an 
air-cooled Evenson cell operated at 70 Watts of forward RF 
power and 3 Watts of reflected RF power at 2.45 GHz. 
Surface analysis by X-ray photoelectron spectroscopy 
showed that amines (alkyl substituted) had been introduced 
to the molecular surface of the 7 micron pore size UHM- 
WPE at levels on the order of 20 atom percent with little 
dependence on sample temperature. In contrast, reflectance 
FTIR on identical specimens showed no detectable alkyl 
amine features. Together, the X-ray photoelectron and FTIR 
data show that the FDRC amination reaction is confined to 
the molecular surface of the porous polymer. 
In addition, amine selective molecular probes such as 
fluorescein isothiocyanate (FITC) and fluorescein dichloro- 
triazine (DTAF) react with all functionalized surfaces 
throughout the porous polyethylene article, while being 
unreactive with the unmodified surfaces. Cleavage of the 
isothiourea formed by reaction of FITC with alkyl amine 
functions with aqueous 0.1 M NaOH releases fluorescein 
into solution for direct spectrophotometric measurement and 
calculation of the number of micromoles of amine function 
per gram of porous solid, which ranged between 0.2 and 0.5 
micromoles of reactive amine per gram of the subject porous 
UHMWPE with 7 micron nominal pore size, after ammonia 
FDRC. 
Additional measurements of pore surface alkyl amine 
content of 7-micron-pore-size porous UHMWPE after reac- 
tion under various conditions of time and temperature in an 
ammonia FDRC environment like that described above 
resulted in surface amine concentrations of 0.4 micromoles 
per gram. 
EXAMPLE 4 
25 A sample of 7 micron pore size porous UHMWPE, of 
0.025 inches in thickness, was subjected to atomic oxygen 
FDRC conditions for at least one hour in a side-arm reactor 
as described above, with operating conditions similar to 
Example 3 except that aviators breathing oxygen was used 
30 as the working gas. No significant pressure rise was 
observed on plasma source ignition, as is characteristic of 
atomic oxygen FDRC. 
Direct measurement of surface R-OH concentrations 
using the molecular probe D-1557 sulfonyl chloride from 
Molecular Probes Inc., Eugene Oreg., showed 0.03 micro- 
moles of R-OH per gram sample, after base hydrolysis 
(which releases the chromophore) of the sulfonic acid ester 
formed by reaction of the D-1557 probe (1 mgiml in dry 
acetone with 1.0% pyridine) of the functionalized polymer 
surface. 
A second identical sample of the functionalized porous 
UHMWPE was reacted with: 1) the D-1557 probe (1 mgiml 
in dry acetone, 1% pyridine) followed by, 2) thorough 
45 washing with dry acetone and, 3) reaction with a 20 wt % 
solution of a 4 generation PAMAM StarburstTM dendrimer 
(amino terminated) for 3 days. The terminal amino groups 
on the dendrimer react with the sulfonic acid esters formed 
by reaction of D-1557 with the surface R-OH groups to 
produce D-NH-(dendrimer), thereby immobilizing the den- 
drimer on the surfaces of the oxygen FDRC porous polymer. 
Subsequent analysis of the oxygen FDRC porous polymer 
using the FITC method of Example 3 above revealed that on 
the order of 0.2 micromoles per gram of primary amine 
55 function had been introduced by coupling the dendrimer to 
the surface. 
The invention provides new types of solid-phase supports 
for the separation and purification of organic and biochemi- 
cals by adsorptive, absorptive and chromatographic pro- 
60 cesses. The present invention permits the realization of 
novel, useful and practical separation media which cannot 
be achieved using the methods of the prior art. The invention 
also provides new types of solid phase supports for chemical 
syntheses. 
65 While the invention has been described in terms of 
specific embodiments, it is evident in view of the foregoing 
description that numerous alternatives, modifications and 
35 
40 
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validations will be apparent to those skilled in the art. Thus, 
the invention is intended to encompass all such alternatives, 
modifications and variations which fall within the scope and 
spirit of the invention and the appended claims. 
10. The porous article of claim 1 in the form of a 
membrane. 
11. The porous article of claim 1 wherein the bulk matrix 
is formed from sintered polyolefin. 
12. The porous article of claim 1 wherein the average pore 
size on the exterior surface is within 1% of the average pore 
size within the matrix of the article, 
13. The porous article of claim 1 which is hydrophilic at 
all points of the surface, 
14. The porous article of claim 1 having surface func- 
tionality in the amount of lo-’’ to lo-’’ molesicm’. 
15. A surface-functionalized porous article prepared by a 
process comprising the steps Of: 
providing a precursor porous article having an exterior 
surface, an interstitial surface and a bulk matrix, the 
surfaces and bulk matrix both comprising organic poly- 
mers; and 
exposing the precursor porous article to remote discharge 
formed by radical forming conditions acting on a 
source gas, the source gas selected from the group 
consisting of oxygen, ammonia and a mixture of nitro- 
gen and hydrogen, under reaction conditions such that 
radicals from the discharge react with the surfaces of 
the precursor porous organic article to cause direct 
covalent bonding of functionality to the surfaces, the 
functionality selected from the group consisting of 
amino, hydroxyl, carbonyl and carboxyl groups. 
16. The surface-functionalized porous article of claim 15 
wherein the discharge is a plasma discharge. 
17. The surface-functionalized porous article of claim 15 
wherein precursor porous article comprises polyethylene. 
18. The surface-functionalized porous article of claim 15 
35 wherein the precursor porous article comprises sintered 
particles of non-porous polyethylene. 
19. The surface-functionalized porous article of claim 15 
wherein the precursor porous article has a pore volume of 
35% to 60%. 
What is claimed is: 
1. A Porous article having an exterior surface, a bulk 
matrix and pores extending from the exterior surface into the 
bulk matrix, wherein the pores define an interstitial surface, 
wherein the bulk matrix is formed, at least in part, of an 
organic polymer comprising carbon and hydrogen atoms, i o  
and the exterior and interstitial surfaces are formed, at least 
in part, of the organic polymer comprising carbon and 
hydrogen atoms wherein some of the hydrogen atoms are 
replaced with functional groups selected from amino, 
hydroxyl, carbonyl, and carboxylic acid, wherein the f ~ c -  15 
tional groups are directly bonded to the organic polymer of 
the bulk matrix, and wherein the exterior surface does not 
display appreciable surface roughness, according to SEM 
analysis, due to ablation of surface carbon atoms or chain 
scission. 20 
2. The porous article of claim 1 wherein amino groups are 
directly and covalently bonded to the polymers which form 
the interstitial surface. 
3. The porous article of claim 1 wherein the functional 
groups are predominantly hydroxyl groups. 
4. The porous article of claim 1 wherein the polymers 
which form the bulk matrix comprise polyolefin, and the 
polymers which form the exterior and interstitial surfaces 
comprise hydroxyl-substituted polyolefin. 
which form the bulk matrix comprise polyolefin and the 
polymers which form the exterior and interstitial surfaces 
comprise amino-substituted polyolefin. 
6. The porous article of claim 1 having a void volume of 
from 1% to 90%. 
7. The porous article of claim 1 having a void volume of 
from about 35% to 60%. 
8. The porous article of claim i having an effective pore 
diameter of about 0.01 microns to 2000 microns. 
9. The porous article of claim 1 having an effective pore 40 
diameter of about 1 to about 50 microns. 
5 
25 
5. The porous article of claim 1 wherein the polymers 30 
* * * * *  
